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Project Name Kamiishii Bridge Pier Work ?;f, lz.
o o
Purpose of Piling  Bridge Work 4| | )
e e B 7z - E
Location Higashi shirakawa-gun, Kamiishii, Fukushima, JAPAN % 8
. =
) s 5
Employer Hanawa Town Office _::ﬁ 2
Main Contractor Fukaya Construction Co., Ltd. 5] ,}’/; schist s 1
. [
Piling Contractor Nakoso Kenki Co., Ltd. -
P
Duration October 2007 55/;
;,I‘
Press-in Machinery = Silent Piler SCU-EC0O400S 6 2‘/55 i’ g
Pile Section & Length U Sheet Pile Type IlI, L=7.5m, N=92 4/-"/:/
[~
Features & Remarks Press-in U Sheet Pile into the hard schist layer with SPT N-value 250. f;}
L~
Bio-degradable items, Piler Eco Oil and Piler Eco Grease, for measures e ? 300 o
against soil / water contamination. E—";f’)
m

N-value over 50 is converted figure.

3948-1 Nunoshida, Kochi-shi, Kochi 781-5195, Japan
TEL :+81-(0)88-846-2980 FAX :+81-(0)88-826-5288 URL :http://www.giken.com

Copyright(C) Giken Seisakusho Co., Ltd. All Rights Reserved. Created by GIKEN “PAS-Maker”




